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FACT SHEET

ColorWorks® Media 
Premium Matte Label

Features/Benefits:

• Works with ColorWorks CW-C6000, CW-C7500, CW-C7500G printers

• Ideal for barcode labels, box labels for consumer products, shipping labels and more

• Printouts are resistant to smearing, fading, water and many chemicals

• Permanent acrylic adhesive suitable for a variety of surfaces

This product is warranted to conform to published specifications and be free from defects in material and workmanship for 90 days from the date of purchase. The exclusive remedy is 
replacement or refund of the purchase price. This warranty does not cover any color change or fading of prints or reimbursement of materials required for reprinting. 

In no case shall Epson be liable for any special, incidental, or consequential damages. Specifications are subject to change without notice. EPSON and ColorWorks are registered 
trademarks and EPSON Exceed Your Vision is a registered logomark of Seiko Epson Corporation. All other product and brand names are trademarks and/or registered trademarks of 
their respective companies. Epson disclaims any and all rights in these marks. 

Ordering Specifications
Size Length Core Diameter Label Qty Product Code

4" x 2" DIE CUT (101.6 x 50.8mm) 158.5m   3" (76mm) 2820 C60MD001 

4" x 3" DIE CUT (101.6 x 76.2mm) 1980 C60MD002

4" x 6" DIE CUT* (101.6 x 152.4mm) 1000 C60MD003

3" x 2" DIE CUT (76.2 x 50.8mm) 2820 C60MD004

3" x 5" DIE CUT (76.2 x 127mm) 1200 C60MD005

4" CONTINUOUS n/a C60MC003

Technical Specifications
Composition Basis Weight Thickness Material

Facestock 70.0 ± 5 g/m2 83.0 ± 5 μm Coated inkjet matte paper

Adhesive — — Acrylic based, permanent

Liner 59.0 ± 5 g/m2 62.0 ± 5 μm White kraft paper liner

Overall Label 147.0 ± 10 g/m2 160.0 ± 10 μm —

Facestock Specifications

CIE Whiteness 158

Opacity   85%

Smoothness   > 50 sec
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Epson Australia Pty Ltd  
Level 1, 3 Talavera Road, Macquarie Park, NSW, 2113

www.epson.com.au
www.epson.co.nz

Optimal storage conditions: Under 20 °C/70 °F, 50% RH 
Application temperature: 5 °C/41 °F - 40 °C/104 °F
Avoid high humidity and high temperatures.
Store properly and do not expose to moisture, chemicals, etc. 
Made in the USA
*Made in Vietnam

Epson New Zealand   
Level 1, 7-9 Fanshawe Street, Auckland, 10101
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